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With Barcode you get the traditional woodwool cement board in a new and
modern design. Barcode is our multifine woodwool cement board with 1.0 mm woodwool and space
for oak sticks. You can choose to fill up the board with sticks or create a pattern in the ceiling.

Oak sticks are easily glued in with FibroTech mounting glue. Barcode has exactly the same good
properties like the traditional woodwool cement board, and you can decorate your ceiling with different
wooden sticks yourself, so it will give you a unique look.

DB nr. Product and colour Dimension Amount m?2/panel
2122785 FibroTech Barcode Multifin, White. RAL 9003 25x600x1200 mm 80 pcs./pallet 0,72
2122786 FibroTech Barcode Multifin, Black. RAL 9005 25x600x1200 mm 80 pcs./pallet 0,72
2122787 FibroTech Barcode Sticks Oak , Untreated 12x12x1200 mm 12 pcs./pallet
Accessories

1936643 FibroTech Structure Screw, black TX 20 - RAL 9005 5,0x45 mm 100 pcs.

1905470 FibroTech Structure Screw, white TX 20 - Ral 9003 100 pcs.

1838894 FibroTech Structure Screw, whiteTX 20 - Ral 9003 250 pcs.

2119000 FibroTech Adhesive 300 ml. 12 pcs./box

2122782 Repair paint for woodwool - White RAL 9003 235 ml.

2122783 Repair paint for woodwool - Black 9005 235 ml.

Facts:
» Approved fire protection
e 1 mm woodwool

e 5 mm bevel

Contact:

e 25 mm board thickness TreeTops A/S
« Quality woodwool cement boards DK-6580 Vamdrup
. TIf.: +45 70 266 233

e Strong sound-absorbing effect info@treetops.dk

e Create your own design www.fibrotech.co.uk




